














KEY INFORMATION

LUMEN OUTPUT 4800 Lumens 

INPUT POWER 40W

REPLACES 2xT8 or T5 Tubes

HOLE CUTOUT SIZE N/A

INSTALL Ceiling mounted, can be suspended

DIMMING OPTIONS Dimmable by SMART app on the phone

TRIM COLOUR White

WARRANTY 3 Years

IP RATING IP42 Non-Waterproof

FLICKER FREE Yes

PHOTOMETRIC

EFFICACY 100-120 lm/W

LIGHT OUTPUT 
COLOUR

Adjustable 2700-6500k

CRI >80

BEAM ANGLE 120º

ELECTRICAL

DRIVER Internal

SUPPLY INPUT 100-265V,50-60Hz

POWER FACTOR 0.93

LIFESPAN 50 000hrs

CONSTRUCTION

MATERIAL CONSTRUCTION Aluminium and PC Cover

SHADE/HOUSING White with frosted PC lens

LOW HEAT OUTPUT Low heat output

MERCURY No Mercury

TOTAL WEIGHT 1kg Packed

DIMENSIONS 1190x80x36mm

PACKED DIMENSIONS 122x85x40mm

CERTIFICATION SAA, CE, RCM

www.greenhse.com

T40CC CCT SMART
1.2m 40W IP42 LED FITTING

DESCRIPTION:
Versatile 40W LED SMART batten light. 
Elegant appearance, versatile and very slim 
fitting with easy installation. 
Colour temperature (warm - bright white) 
and brightness are adjustable by app on 
SMART phone or tablet.

FEATURES:
IP42
SMART light can set timers, ON/OFF and 
works with wireless motion sensor Epistar 
chip 2835.

SUITABLE FOR:
Commercial use:
Schools
Hotels
Parking garages
Conference rooms
Meeting rooms
Colleges
Shopping malls
Offices
Bars
Restaurants
Domestic use:
Patios
Garages & sheds
Kitchens
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