












KEY INFORMATION

LUMEN OUTPUT 1275Lms 

INPUT POWER 15w

HOLE CUTOUT SIZE N/A

INSTALL Screws

DIMMING OPTIONS Triac Dimmable

TRIM COLOUR White or Black

WARRANTY 3 Years

IP RATING IP20

FLICKER FREE Yes

PHOTOMETRIC

EFFICACY 85 Lms/Watt

LIGHT OUTPUT 
COLOUR

Warm 3000k/Natural 4000k/Bright 5000k

CRI 90

BEAM ANGLE 60º Low glare

ELECTRICAL

DRIVER Internal

SUPPLY INPUT AC220-240V, 50-60Hz

POWER FACTOR 0.9

LIFESPAN 50000hrs

www.greenhse.com

DESCRIPTION:
Good quality home or store display light. 
Very high CRI  for maximum effect.  

High brightness, low glare, modern and 
very attractive LED track lights  

Full aluminium housing giving great 
aesthetics as well as efficient cooling 
and long life.  

NB: For high CRI LED chips the Lumens 
are lower 

FEATURES: 

• European Styling 
• White/Black Anodised finish 
• Flicker free 
• High CRI 90 
• 60º Low glare 
• 1275 Lumens 
• 3000k/4000k/5000k 
• Triac dimmable 8-100%  
• Track available in 1m, 1.5m, 2m 

lengths with various connectors and 
angle adjustable connectors. 

• Full SAA Australian certification 

SUITABLE FOR:
Domestic, retail and commercial 
lighting applications

130mm (15w) 

⌀70 (15w)   

CONSTRUCTION

MATERIAL CONSTRUCTION Aluminium

SHADE/HOUSING Matte White, Matte Black

LOW HEAT OUTPUT Low heat output

MERCURY No Mercury

WEIGHT 0.4kg

TRACK DIMENSIONS 1m 1000x34x17mm / 1.5m 1500x34x17mm / 
2m 2000x34x17mm

DIMENSIONS ⌀70x130mm

CERTIFICATION SAA, RCM

15W HIGH QUALITY 
STORE/DISPLAY

LED TRACK LIGHT


