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9W LED RGBW LOW GLARE 

SMART BLUETOOTH DOWNLIGHT 
GH-DL9RGBW PBT

KEY INFORMATION

LUMEN OUTPUT 900-1000 Lumens

INPUT POWER 9W 

REPLACES 75W

HOLE CUTOUT SIZE 90-95mm 

INSTALL Recessed, spring clips

DIMMING OPTIONS Smart Dimmable

TRIM COLOUR
White, Matte Black or Brushed Chrome cover 
optional

WARRANTY 3 Years

IP RATING IP54 (Front) IP40 (Back)

FLICKER FREE Yes

PHOTOMETRIC

EFFICACY 900-100 Lumens/Watt (CCT)

LIGHT OUTPUT
SMART adjustable from Warm 2700k-Bright 
6500k +RGB

CRI 80

BEAM ANGLE 60º

ELECTRICAL

DRIVER Internal

SUPPLY INPUT AC220-240V, 50-60Hz

POWER FACTOR 0.5

LIFESPAN 50000Hrs

CONSTRUCTION

MATERIAL CONSTRUCTION
Aluminium Coated Plastic, PC Lens, White RAL 
9016

SHADE/HOUSING Matte White

LOW HEAT OUTPUT Yes

MERCURY No Mercury

TOTAL WEIGHT 0.24kg per piece

DIMENSIONS ø115x60mm

CERTIFICATION SAA, IC-4, RCM

DESCRIPTION:

NEW Unique 9w LED SMART Low Glare 
downlight with Tuya Bluetooth - Full 
Colour (RGB) and White (Warm-Bright). 
With very attractive diffuser and 60º 
beam angle for an even spread of light 
and less glare. Essential for making your 
home comfortable and removes flicker 
in rooms with ceiling fans. 

An attractive, easy, convenient and cost-
effective way to control home lighting. 
The control system uses Tuya 
technology to enable easy setup of 
rooms and zones throughout the home. 
Compatible with Amazon Alexa and 
Google Home - requires a Bluetooth 
Gateway (optional). Easy and precise 
control, personalise lights to meet your 
lifestyle needs. Multiple devices can be 
connected simultaneously. Requires 
2.4GHz network. 

FEATURES:
Full colour control, full dimming 

Crystal 60º lens for attractive light 

dissipation, suitable for high ceilings 

High lumen output, up to 110lm/w 

Built-in driver with cord and plug 

Uniform light output 

IC-4 Certified 

3 Year Warranty 

Long lifespan 50 000 hours 

SUITABLE FOR:
• Retail 
• Homes 
• Hotels 
• Clubs 
• Restaurants

Ø115mm

60mm


