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30W LED BATTEN 1200MM

T30 CCT PRO

KEY INFORMATION

LUMEN OUTPUT 4900-5400 Lumens

INPUT POWER 30W (15/20/25w selectable)

REPLACES 2 x T8 or T5 Tubes

HOLE CUTOUT SIZE N/A 

INSTALL Ceiling Mountable 

DIMMING OPTIONS Non Dimmable

TRIM COLOUR White

WARRANTY 3 Years

IP RATING IP20

IK RATING IK06

FLICKER FREE Yes

PHOTOMETRIC

EFFICACY Up to 180 Lms/W

LUMEN OUTPUT COLOUR Warm 3000k/Natural 4000k/Bright 5700k

CRI ≥80

BEAM ANGLE 120º

ELECTRICAL

DRIVER Internal

SUPPLY INPUT AC220-240V, 50-60Hz

POWER FACTOR ≥0.9

LIFESPAN 50000Hrs

CONSTRUCTION

MATERIAL CONSTRUCTION RAL 9016

SHADE/HOUSING White with frosted PC Lens 

LOW HEAT OUTPUT Yes

MERCURY No Mercury

TOTAL WEIGHT 0.95kg per piece

DIMENSIONS 1200x65x66mm

PACKED DIMENSIONS 132x25x20cm (x6)

CERTIFICATION SAA, RCM

DESCRIPTION:

NEW 30W higher lumens, lower power 
very efficient batten with 3-colour switch 
selectable light output colours 
(3000/4000/5700k). Multi-watt 
(15/20/25/30w) selectable by dip switch.  

Elegant appearance, slim fitting, easy 
installation with 4 buttons for quick 
disassembly.  Uniform lights with good 
heat dissipation. 

FEATURES:

More efficient with high lumens 
All three colours are attractive and 
usable in a variety of environments 
Warm (3000k), Natural (4000k) or 
Bright (5700k) 
Uniform light output 
Replaces 2 x T8 or T5 tubes 
3 Year Warranty 
Long lifespan 50 000 hours 

SUITABLE FOR:

Homes, Offices, Shops, Hotels 
Garages, sheds and workshops 
Shopping malls 
Office buildings 
Warehouses and factories 
Bars and restaurants 
Public areas - stairways, lobbies, 
reception areas, corridors
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